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WARNING 

To prevent fire or shock hazard, do not expose 
the unit to rain or moisture. 




CAUTION 



RISK OF ELECTRIC SHOCK 
DO NOT OPEN 




CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, 
DO NOT REMOVE COVER (OR BACK). 
NO USER-SERVICEABLE PARTS INSIDE. 
REFER SERVICING TO QUALIFIED SERVICE PERSONNEL. 




This symbol is intended to alert the user to the 
presence of uninsulated "dangerous voltage" 
within the product's enclosure that may be of 
sufficient magnitude to constitute a risk of 
electric shock to persons. 



This symbol is intended to alert the user to the 
presence of important operating and 
maintenance (servicing) instructions in the 
literature accompanying the appliance. 



CAUTION: 

TO PREVENT ELECTRIC SHOCK, DO NOT USE THIS 
POLARIZED AC PLUG WITH AN EXTENSION CORD, 
RECEPTACLE OR OTHER OUTLET UNLESS THE 
BLADES CAN BE FULLY INSERTED TO PREVENT 
BLADE EXPOSURE. 



Precautions 

Safety 

• Operate the unit only on 120V AC, 60Hz. 

• If anything falls into the cabinet, unplug the unit and 
have it checked by qualified personnel before 
operating it any further. 

• One blade of the plug is wider than the other for the 
purpose of safety and will fit into the power outlet 
only one way. If you are unable to insert the plug 
fully into the outlet, contact your Sony dealer. 

• Unplug the unit from the mains outlet if you do not 
intend to use it for an extended period of time. To 
disconnect the cord, pull it out by the plug, never by 
the cord. 

Installing 

• Allow adequate air circulation to prevent internal 
heat buildup. 

• Do not place the unit on surfaces (rugs, blankets, 
etc.) or near materials (curtains, draperies) that may 
block the ventilation slots. 

• Do not install the unit near heat sources such as 
radiators or air ducts, or in a place subject to direct 



sunlight, excessive dust, mechanical vibration or 
shock. 

• Do not install the unit in an inclined position. It is 
designed to be operated in a horizontal position 
only. 

• Keep the unit and cassettes away from equipment 
with strong magnets, such as microwave ovens or 
large loudspeakers. 

• Do not place heavy objects on the unit. 

• If the unit is brought directly from a cold to a warm 
location, moisture may condense inside the VCR and 
cause damage to the video head and tape. When you 
first install the unit, or when you move it from a cold 
to a warm location, wait for about one hour before 
operating the unit. 

Information 

For customers in the USA 

This equipment has been tested and found to comply 
with the limits for a Class B digital device, pursuant to 
Part 15 of the FCC Rules. These limits are designed to 
provide reasonable protection against harmful 
interference in a residential installation. This 
equipment generates, uses, and can radiate radio 
frequency energy and, if not installed and used in 
accordance with the instructions, may cause harmful 
interference in a residential installation. This 
equipment generates, uses, and can radiate radio 
frequency energy and, if not installed and used in 
accordance with the instructions, may cause harmful 
interference to radio communications. However, there 
is no guarantee that interference will not occur in a 
particular installation. If this equipment does cause 
harmful interference to radio or television reception, 
which can be determined by turning the equipment off 
and on, the user is encouraged to try to correct the 
interference by one or more of the following measures: 

— Reorient or relocate the receiving antenna. 

— Increase the separation between the equipment and 
receiver. 

— Connect the equipment into an outlet on a circuit 
different from that to which the receiver is 
connected. 

— Consult the dealer or an experienced radio/TV 
ttechnician for help. 

Caution 

You are cautioned that any changes or modifications 
not expressly approved in this manual could void your 
authority to operate this equipment. 

Caution 

Television programs, films, video tapes and other 
materials maybe copyrighted. Unauthorized 
recording of such material may be recorder with cable 
television transmission may require authorization from 
the cable television transmission and /or program 
owner. 



Owner's record 

The model number is Located at the rear and front of 
the unit and the serial number on the top. Record the 
serial number in the space provided below. Refer to 
them whenever you call upon your Sony dealer 
regarding this product. 



Model No. EV-C25 



Serial No. 
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• Dynamic hi-fi stereo sound 

Compatible color systems 

This VCR is designed to play back using the NTSC 
color system. Playback of video sources based on other 
color systems cannot be guaranteed. 

Compatible video systems 

• This VCR uses the 8 mm video format. 

• This VCR plays back in the SP mode (approximately 
1.43 cm/second) and theLP mode (approximately 
0.72 cm/second). The quality of the recorded picture 
in the LP mode, however, will not be as good as that 
in the SP mode. 

It can record only in the SP mode. 

• This VCR does not record in the Hi8 video system, 
nor does this VCR play back a tape recorded in the 
Hi8 video system. 

• PCM (Pulse Code Modulation) recoding/playback, 
that is, digital recording /playback, is not possible 
with this unit. The PCM sound recorded on another 
VCR cannot be played back on this VCR. 

Note 

• This VCR does not receive TV programs, since it has neither 
antenna input terminal nor built-in tuner. It can, however, 
record them through the line input jacks. 



Hookups 



Before you can use your VCR for the first time, you need to connect it to 
your TV. This section explains how to hookup and set up your VCR so 
that you can start enjoying it right away. 



Before you get started 

• Turn off the power to all equipment. 

• Do not connect the AC power cords until all of the connections are 
completed. 

• Be sure you make connections firmly. Loose connections may cause 
picture distortion. 

• If your TV doesn't match any of the examples provided, see your 
nearest Sony dealer or qualified personnel. 



Audio/video (AV) hookup 



If your TV has audio/ video (A/ V) input jacks, you will get a better 
picture and sound if you hook up your VCR using these connections. In 
addition, for a true "home theater" experience, you should connect the 
audio outputs of your VCR or TV to your stereo system. If your TV 
doesn't have A/V inputs, see the next page for RFU DC OUT hookup. 



A Use this hookup if your TV has stereo jacks 



VCR 



Stereo receiver 



LINE OUT 1 
AUDIO L/R 




TV 



LINE OUT 1 I 
VIDEO 



Audio/video cable 
(supplied) 




VIDEO 
I AUDIO 



AUX IN 



AUDIO OUT 



B Use this hookup if your TV doesn't have stereo jacks 




Stereo receiver 



TV 



IN 

VIDEO 
© AUDIO 




Audio/video cable (supplied) 



To view the playback picture through the above hookup 

Select video input for this VCR on the connected TV. 
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RFU DC OUT hookup 



If your TV doesn't have audio/video (A/ V) input jacks, make an RFU 
DC OUT connection using an RFU kit supplied with your 8 mm 
camcorder (if you don't have any, use the RFU-89UCKA, not supplied). 
For this connection, refer to the instruction manual of the 8 mm 
camcorder or the RFU kit as well. 



A Use this hookup if you use an RFU kit supplied with your 8 mm camcorder 



VCR 



OOP 

I I © © © 



RFU unit selector 



LINE OUT 2 VIDEO 
RFU DC OUT 
LINE OUT 2 AUDIO 




IRFU-90UC/95UC] 




B Use this hookup if you use an RFU kit (RFU-89UCKA, not supplied) 



Yv 



VCR 



(ZZD 



I I ®®@] 



LINE OUT 2 VIDEO 
RFU DC OUT 
LINE OUT 2 AUDIO 



WW 



I Selector switch 
VTR input plug connector 




\ „ANT input plug 
-ANT output plug 



VHF/UHF 



TV 



Note 

• The sound you hear will be 
monaural even if you play back a 
stereo tape. 



To view the playback picture through this hookup 

1 Set the RFU unit selector of the RFU adaptor to 3 CH or 4 CH, 
whichever channel is not active in your area, and select the same 
channel on the connected TV. 

2 When using the RFU-89UCKA kit: 

Set the selector switch on the antenna selector to VTR. Normally 
leave it at the ANT position, so you can use your TV for viewing TV 
programs. 
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Playing a tape 



£ EJECT 




POWER 



PAUSE 
FF 

O PLAY 
REW 
STOP 
HI SPEED REW 



Note 

• Tapes recorded in the LP mode is 
not guaranteed. 



This section shows you how to play back a video tape. 

1 Turn on your TV and tune in to the 
VCR: 

• If the TV is connected to the VCR using 
the audio /video cable, set the TV to 
video input. 

• If the TV is connected to the VCR using 
the RFU kit, set the TV to the 
channel for the VCR. 

2 Insert a tape. 

The VCR turns on automatically. 

3 Press D> PLAY to start playing. 

When the tape reaches the end, the VCR 
automatically rewinds it to the 
beginning. (The power remains on.) 



Additional tasks 


To 


Press 


Indicator to light 


Stop play 


■ STOP 




Pause play 


II PAUSE 


• PAUSE 


Resume play after pause 


II PAUSE or O PLAY 


• PLAY 


Search forward 


FF during playback 


• PLAY • FF 


Search backward 


REW during playback 


• REW • PLAY 


Fast forward 


FF during stop 


• FF 


Rewind the tape 


REW during stop 


• REW 


Rewind the tape 
at high speed 


HI SPEED REW 




Automatic playback 
after rewinding 


O PLAY while pressing 
« REW 


• REW -fr PLAY 
(• PLAY blinks) 


Automatic playback after 
high speed rewinding 


O PLAY while pressing 
HI SPEED REW 


-fcPLAY 

(• PLAY blinks) 


Eject the tape 


£ EJECT 


( |od| disappears) 


Turn off the power 


POWER 


(Indicator turns off) 



Using an optional remote commander 

This VCR has a remote sensor, so an optional Sony remote commander 
with 0 mark can operate this VCR if it is — 

• the one specialized for 8 mm camcorder and 8 mm video cassette 
recorder. 

• the one for VCR (VHS, beta, or 8 mm) with the command mode 
selectable switch. (Set the command mode to VTR2.) 



Editing with another 
VCR 



This section shows you how to edit to or from another VCR or 
camcorder. You can make a copy of a tape using this VCR for recording 
or playback. 



How to hook up to record on this VCR 



TV 



Tips 

• Make sure you connect the 
plugs to jacks of the same 
color. 

• If the other VCR is a 
monaural type, leave the red 
plugs disconnected. 

Note 

• When connecting the VCRs, 
do not simultaneously 
connect the LINE IN and 
LINE OUT jacks on your 
VCR. A humming noise 
may occur if vou do this. 



This VCR (Recorder) 



LINE IN 111 LINE IN 
AUDIO L/R Q Q Q VIDEO 




Other VCR (Player) W 



LINE OUT 




:Signal flow 



Audio/video cable (supplied) 



How to hook up to record to another VCR 



TV 



This VCR (Player) 



LINE OUT 1 AAA LINE OUT 1 1 
AUDIO L/R O 0 0 VIDEO 



Other VCR (Recorder) 



CD 













LINE IN 



:Signal flow 



Audio/video cable (supplied) 
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Editing with another VCR 

(continued) 



Operation (when recording on this VCR) 



SONY 


| . II .kfcoHiB II 11® 1 1 











Insert a source tape with its safety 
tab removed into the other 
(playback) VCR. 



• REC 



2 Insert a tape into this (recording) 
VCR. 



3 To start editing, start playback on 
the other VCR and press • REC on 
this VCR simultaneously. 

The recording indicator (•) on this VCR 
lights up. 



To stop editing 

Press the ■ STOP buttons on both VCRs. 



Saving a recording 

Video tapes have a safety tab to protect against accidental recording. To 
prevent accidental erasure of a recording, slide out the tab on the back 
of the cassette so that the red color is visible. A tape with its red safety 
tab visible is ejected if you try to record on it. 

To record on the tape, slide the tab back. 
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Troubleshooting 



Symptom 



Remedy 



Power 



The POWER switch does not 
function. 



Connect the AC power cord securely. 



The power is turned on but the 
VCR does not operate. 



Turn the power off, unplug the AC power cord and leave the VCR for 
about one minute. Then, plug the AC power cord and turn the power 
on again. 



Playback 



The playback picture does not 
appear on the TV screen. 



Make sure the TV is set to the channel for the VCR. If you are using a 
monitor, set it to video input. 



The picture is not clear. 



The video heads are dirty (see below). Clean the video heads using the 
Sony V8-25CLH video head cleaning cassette. If this cleaning cassette 
is not available in your area, have the heads cleaned at your local Sony 
dealer (a standard service charge will be required). Do not use a 
commercially available wet-type cleaning cassette, as it may damage 
the video heads. 

The video heads may have to be replaced. Consult your local Sony 
dealer for more information. 



The picture rolls vertically during 
picture search. 



Adjust the vertical hold control on the TV. 



The picture has no sound. 



The tape is defective. Use a new tape. 



Recording 



The tape ejects when you press 
•REC. 



Check that the red safety tab is not visible. 



Nothing happens when you press 
• REC. 



Make sure the tape is not at its end. 



Others 



A tape cannot be inserted. 



Check that a tape isn't already in the tape compartment. 



The VCR needs to be cleaned. 



Clean the cabinet, panel and controls with a dry, soft cloth, or a soft 
cloth slightly moistened with a mild detergent solution. Do not use 
any type of solvent, such as alcohol or benzine. 



If you have any questions or problems concerning your unit, please 
consult your local Sony dealer. 



Symptoms caused by contaminated video heads 

• Normal picture • Rough picture . Unclear picture 



No picture (or 
black & white 
screen appears) 




Initial 



^ terminal 
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^ ^™ System General 

Specifications 



Format Power requirements 

8 mm video NTSC standard 12 0 v AC < 60 Hz 



Power consumption 

12 W 

Operating temperature 

5°C to 40°C 



Video recording system 

Rotary two-head helical 
scanning FM system 

Video signal 

NTSC color, EIA standards 

Tape speed 

SP: Approx. 14.3 mm/s (19/32 
inches /s) 

LP: Approx. 7.2 mm/s (5/16 
inches /s) 

Playback time 

2hrs. 30 min. in SP mode (with 
P6-150 tape) 

Fast-forward and rewind time 

Approx. 2 min. 15 sec. 

1 min. (high speed rewind) 

(with P6-120 tape) 



Inputs and outputs 



LINE IN 

VIDEO IN, Phono jack(l) 
Input signal: 1 Vp-p, 75 ohms, 
unbalanced, sync negative 
AUDIO IN, Phono jack (2) 
Input level: -7.5 dBs (OdBs = 
0.775 Vrms) 

Input impedance: more than 47 
kilohms 



Storage temperature 

- 20°C to 60°C 

Dimensions 

Approx. 430 x 60 x 296 mm 
(w/h/d) 

(Approx. 17x2 3/8 x 11 3/4 inches) 
including projecting parts and 
controls 

Mass 

Approx. 3.5 kg (7 lb 11 oz) 
Supplied accessories 



Audio/video cable (3 phono to 3 phono) 
(1) 

Design and specifications are subject to 
change without notice. 



LINE OUT 1 

VIDEO OUT, Phono jack (1) 
Output signal: 1 Vp-p, 75 ohms, 
unbalanced, sync negative 
AUDIO OUT, Phono jack (2) 
Rated output level: -7.5 dBs 
Load impedance: 47 kilohms 
Output impedance: less than 10 
kilohms 



LINE OUT 2 

VIDEO OUT, Phono jack (1) 
Output signal: 1 Vp-p, 75 ohms, 
unbalanced, sync negative 
AUDIO OUT, Phono jack (1) 
Rated output level: -7.5 dBs 
Load impedance: 47 kilohms 
Output impedance: less than 10 
kilohms 

RFU DC OUT, Special mini-jack 
(1) 

5 VDC 
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